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PROTECTIVE ENCLOSURE 
FOR 
TRAFFIC COUNTERS 


In the past, several district offices have experienced considerable 
gunshot damage to signs, traffic counters and other outdoor recre- 
ation facilities by shooters and vandals. " 


The following is a suggested method of protecting traffic counters 
from damage and/or destruction. The protective box has been used 
for some time in the Ukiah California District with great success. 
Fundamentally the box is a concrete utility meter box with the 
following modifications providing for locked security and easy use. 


A. 


Locking Bar Bracket 


2" X 1/4"' strap iron shaped to size of meter box with 90 degree 
bend, upright in notches, extending 4 inches above top of box, 
at locking end, 2 inches at opposite end. With lid in place 
mark and drill one 9/16 in each vertical end of strap iron to 
allow free insertion of 1/2 inch locking rod. In the top of 
the 4 inch locking end strap cut a vertical notch to fit pad- 
lock hasp used. 


Locking Bar 


The 1/4" X 1" X S'' strap iron should be bent 180 degrees at one 
end to allow clearance of 4" extension of locking bar bracket 
holes to allow insertion of padlock hasp; and aligned with notch 
in locking bar bracket. A 1/2" hole should be drilled in strap 
to permit welding of 1/2" locking bar. 


NOTE: Actual dimensions of locking mechanism are dependent upon 
size of meter box available. 


Placement of Meter Box 


Meter box is placed in hole close to road with top level with 
ground line and with either 3/4" plastic pipe for single tube 
or 1 1/2 for double tube extending up to ground surface from 
bottom of box. Concrete is placed around box with locking bar 
in place and locked. When concrete sets locking mechanism is 
anchored firmly in place. 


FOR ADDITIONAL COPIES WRITE TO DIRECTOR, PORTLAND SERVICE CENTER, BOX 386], PORTLAND, ORE., 97208 


We would also recommend an additional length of plastic pipe 
from bottom of box to permit drainage of water arising from 
rain or snow melt. Placing counter inside a plastic bag 
within meter box (with closer tied under counter) will also 
keep water out. 


LIST OF MATERTALS 


1 B-9 meter box 2/D-15 lid $°.3.75 
45" 1/4"X2" strap iron .90 
24"' 1/2'' Round bar 35 
S" 1/4"X1" strap iron .10 
Labor for assembly @ $7.00 per hour (3/4 hr) 5.25 
Labor for placement, (3/4 hr) 5.25 : 
Total Cost $ 15.60 
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